Advanced CMOS Logic — 74AC573

Rev 1.0

8-bit transparent D-Type Latch with 3-State Outputs in bare die form 19/3/2021

Description Features: Q
The74AC573 consists of eight D-type transparent latches = OQutputs Source/Sink 24mA @
fa'lbricated using a 1.5um 5V CMOS process to f:ombine = Low input current: 1pA 0

high speed performance LSTTL performance with CMOS

low power consumption. Each latch is equipped with = 3-State outputs

separate D-Type inputs and 3-State outputs for bus = Outputs directly interf& S, NMOS and TTL
oriented applications. Data output changes asynchronously . ]

and data may be latched even when the outputs are not Operating voltag  20V10 6.0V

enabled. Inputs accept standard CMOS outputs or LSTTL * Lower power tion & higher speed

outputs using pull-up resistors. Inputs are also equipped = Function gfmp e with 74HC573
with protection circuits against static discharge and

transient excess voltage. : Full\n‘@ perature range.

Ordering Information Die @ensions in um (mils)
’
The following part suffixes apply: *)F 1450 (57)

= No suffix - MIL-STD-883 /2010B Visual Inspection A
,& O OO O
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Supply F : Mechanical Specification
» Defa i® in Waffle Pack (100 per tray capacity) Die i 1450 x 1650 um
ie Size (Unsawn) 57 x 65 mils
. ﬁh Wafer on Tape — On request
120 x 120 Mm

Minimum Bond Pad Size .
= Unsawn Wafer — On request 4.72x4.72 mils

Die Thick 350 (x20) um
»  Die Thickness <> 350um(14 Mils) — On request e Thickness 13.78 (+0.79) | mils
" o/ o
= Assembled into Ceramic Package — On request Top Metal Composition Al1%Si1.1um
Back Metal Composition N/A — Bare Si

Page 1 of 7 www.siliconsupplies.com @


https://siliconsupplies.com/product-detail/Logic/Flip-Flop_Latch_Register/D_Type_Latch/54AC573
http://www.siliconsupplies.com

Advanced CMOS Logic — 74AC573

Pad Layout and Functions 19'739;‘2’012;‘1’
! PAD | FUNCTION COORD'NAﬁmm)
12| |11 10| |10 9 . X @

1 OF 0.73 100
2 1D . 0.100
13 8 3 2D 0.280
4 3D . 0.470
) 1 7 5 4D « 1.23 0.660
E 6 5% 1.23 0.860
§ 5 6 7 @ 1.23 1.050
< 8 g 1.23 1.250
5 1 5 9 CJBD 1,050 1.430
2 @ GND 0.810 1.430
" 17 . GND 0.660 1.430
01 LE 0.370 1.430
18 s 12 8Q 0.140 1.430
3 *’6’ 13 7Q 0.100 1.220
19| [20| |20 1 > @ 14 6Q 0.100 1,040
15 5Q 0.100 0.860
y ,& 16 4Q 0.100 0.680
" e %;) 17 3Q 0.100 0.500
h 1450um (57.08 s@/ 18 2Q 0.100 0.320

O 19 1Q 0.140 0.100
% 20 Vec 0.320 0.100
20 Vec 0.470 0.100

O% CONNECT CHIP BACK TO V¢c OR FLOAT

Logic Diagraw& Truth Table

Q. INPUTS OUTPUT
MB)"3D@) 4D(5) 5D(6) 6D(7) 7D(8) 8D (9)

1D (2) —
sr T T T T i OE LE D Q
D D D D D D D L H H H
L H L L
** cQ | gQ | gQ |gQ |gQ | gQ | gQ | gQ L L X No Change
AN EN e :
LE (11) o—[>0—e o ° ° . . . H = High level (steady state)

L = Low level (steady state)
Z = High Impedance,
OE (1) o [>0—e—5— ot e 1o 1 e s X = Don’t care
1Q(19) 2Q(18) 3Q(17) 4Q(16) 5Q(15) 6Q (14) 7Q(13) 8Q(12)

Pad 10 = GND, Pad 20 = V¢c
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Advanced CMOS Logic — 74AC573

Rev 1.0
Absolute Maximum Ratings’ 19/3/2021
PARAMETER SYMBOL VALUE UNIT
DC Supply Voltage (Referenced to GND) Vee -0.5t0 +7.0
DC Input Voltage (Referenced to GND) Vin -0.5to Ve +0.5
DC Output Voltage (Referenced to GND) Vout -0.5to V¢ +0.5 0
DC Input Current, per pad In 120 mA
DC Output Current, per pad louT +50 \ mA
DC Supply Current, Vcc or GND lcc +50 & mA
Power Dissipation in Still Air* Pp 750% mW
Storage Temperature Range Tste -65 °C
1. Operation above the absolute maximum rating may cause device failure. Operation at the absol#*m m ratings, for extended periods, may

reduce device reliability. 2. Measured in plastic DIP package, results in die form are dependent on{ie atfhch and assembly method.

Recommended Operating Conditions® yoitag =Ced to GND)
PARAMETER SYMBOL MIN MAX UNITS
DC Supply Voltage Vee 2.0/ 6.0 \Y;
DC Input or Output Voltage Vin,Vour ** 0 Vee \Y
Operating Temperature Range T, -40 +85 °C
Output current - High I @ - -24 mA
Output current - Low & - 24 mA
. Vee = 3.0V 0 150
Input Rise or Fall rate
(Vi from 30% to 70% V) | Yee=4-5Y av 0 40 nsiV
cc= 5. 0 25

ainst damage due to high static voltages or electric fields. However, precautions must be taken
ximum rated voltages to this high-impedance circuit. For proper operation, V\y and Vour should be
cc- Unused inputs must always be tied to an appropriate logic voltage level (e.g., either GND or V).

3. This device contains protection circuitry tf g
to avoid applications of any voltage highggthan
constrained to the range GND < (Viy 0

Unused outputs must be left openO
DC Electrlc@?eracterlstlcs (Voltages referenced to GND)

LIMITS

PARAME SYMBOL Vee CONDITIONS 4+ UNITS
25°C 85°C FULL RANGE

Minimym Mgh-Level v 3.0v Vour = 0.1V or Ve 2.1 2.1 2.1 y
’ﬁﬂt Voltage IH 4.5V 0.1V 3.15 3.15 3.15
5.5V 3.85 3.85 3.85

Maximum Low-Level v 3.0V Vour = 0.1V or Vee 0.9 0.9 0.9 y
Input Voltage L 45V 01V 1.35 1.35 1.35
5.5V 1.65 1.65 1.65

4. -40°C=<T,<+85°C
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DC Electrical Characteristics Continued (Voltages Referenced to GND)

Rev 1.0
19/3/2021

PARAMETER | SYMBOL | Vec | CONDITIONS LIMITS NS
25°C 85°C | FULL RANGE
3.0V 2.9 2.9 2.9 @
4.5V lout = -50pA 4.4 4.4 4.0
5.5V 5.4 5.4 \
3ov | NTVLOTVM 556 2.46 NG
Minimum High-Level Vv OH = Vv
OH =
Output Voltage a5y | NNTVLOTVM | 386 3.76% 3.76
OH — ~
5.5V \12“::\{; o ase Q@ 4.76
Vin =V or Vi
5.5V lon = -50mA° ) 6 ) )
3.0V \ 0.1 0.1
4.5V |OUT = 50HA 0.1 0.1
5.5V v 0.1 0.1 0.1
3.0V \|/'|N ) \|/'<” 103;'{ 0.36 0.44 0.44
Maximum Low-Level vV outl 2 Vv
oL —,
Output Voltage asv | (e ws | 036 044 0.44
T
5.5V e amas | 036 | 0.44 0.44
T -
N = VigorV ) ; .
b | lour| 50mA®
Maximum Input _
Leakage Curtent I %w Vin=Vecor GND | #0.1 £1.0 £1.0 uA
Maximum 3-State @ Vour=Vcc or GND
L eakage Current @ 55V o v, 0.5 2.5 2.5 uA
Minimum Dynam7ic O 5.5V | Voip=1.65V Max - 75 75 mA
Output Current lomp 5.5V | Voup = 3.85V Min - -75 -75
Maximum QuiesQ* VN = Ve or GND
Supply Cu loc 5.5V oo s DA 8 80 80 WA

current and

5. All outpue§ thresholds on input associated with output under test. 6. Test time 1sec max, measurement made by forcing indicated

fsuring voltage to minimize power dissipation. Test verifies a minimum 75Q transmission-line drive capability at 125°C 7.

Maximu*st dufation 2ms, one output loaded at a time
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AC Electrical Characteristics® (ve. 3.3v £0.3v, Voo 5v £0.3v)

PARAMETER

Maximum
Propagation Delay
Dto Q
(Figure 1,5)

Maximum
Propagation Delay
LEtoQ
(Figure 2,5)

Output Enable Time
OEtoQ
(Figure 3,6)

Output Enable Time
OEto Q
(Figure 3,6)

Maximum Input
Capacitance

Power Dissipation
Capacitance’

9. Used to determine the no-load d

Timing Requi /{Y
PARAMETER MBOL

Minimu

Setu
D to L;EF( re 2,4)

>ﬁ\/linimum
Hold Time,
LE to D, (Figure 2,4)

Minimum
Pulse Width,
LE, (Figure 2,4)

SYMBOL

tpn,

tpHL

tpn,

tpHL

tpzn,

tPZL

terz

trLz

CIN

Crp

tsu

th

VCC

3.3V
5.0V
3.3V
5.0V
3.3V
5.0V
3.3V
5.0V
3.3V
5.0V
3.3V
5.0V
3.3V
5.0V
3.3V

VCC

3.3V
5V

3.3V
5V

3.3V

5V

CONDITIONS

CL= 50pF,
Input t; = t: = 3ns

C. = 50pF,
Input
tr=t=3ns

CL=50pF,

Input t; = t: = 3ns

C. = 50pF,

Input t- = t; = 3ns

CL = 50pF,
Inputt,=t; =

C.= 5%
Input t 3ns

3ns

%ﬁpF
SOVQ th="t 3ns
8. Not production tested in die form, c

D

T,=25°C,
VCC =5.0V

by chip design.
gfer consumption: Pp =

(vCC 3.3V 0.3V, Ve 5V £0.3V)

CONDITIONS

CL = 50pF,

Input t; = tr = 3ns

C|_= 50pF,
Input t; = tr = 3ns

CL = 50pF,

Input t- = t; = 3ns

Cro Vecf + lec Vee.

25°C
13.0
10.0
12.0
9.5
13.0
9.5
12.0

12.5
11.0
9.5
8.0

5.0

25°C
3.5

3.0

2.0

2.0

6.0

4.0

“%
10.0

Rev 1.0
19/3/2021
LIMITS UNITS
85°C | FULL RANGE*
15.0 15.0
11.5 115
14.0
11.0 X
15.0
ns
11.0 % 11.0
’ 14.0
ns
Q 10.0
12.0
ns
10.0
12.5 12.5
ns
9.5 9.5
13.5 13.5
ns
12.0 12.0
10.5 10.5
ns
9.0 9.0
5.0 5.0 pF
TYPICAL
25 pF
LIMITS UNITS
85°C | FULL RANGE*
4.0 4.0
ns
35 35
2.0 2.0
ns
2.0 2.0
7.0 7.0
ns
5.0 5.0
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Switching Waveforms

tr —>f |l— —> |e— ¥
09 3 |09 — Vee
0.5 0.5
INPUT D 0.1 N0 GND
t tPHL

PLH
— Vee
OUTPUT Q 0.5 0.5 o Q 0.5 0.5

Figure 1 — Propagation Delay & Output Transition Time Fi@Propagation Delay — Latch Enable to Q
V4

GE \os5 N/
\ G 1 <~ VALI
Ve

—> =t tPLz
) Pzl HIGH INPUT D ><o.5
a |\ 05 IMPEDANCE - " GND
701 — VoL e e

— ~—1tPzH HM ~ 05
/ 1 0.9 — VOH GND
Q_ f08 Q~ \\ HIGH

IMPEDANCE

FigFrQ Propagation Delay - Output Enable to Q Figure 4 — Timing Requirements
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TEST POINT Q

° S
&
SRS

* Includes all probe and jig capacitance Q

)Figm'e 5
%EST POINT
(o)
/
CONNECT TO Ve WHEN

OV OUTPUT ~1 k”QA TESTING tpLzy& tpzL.
uT

Test Circuits

CONNECT TO GND WHEN
TESTING tphz & tpzn

C.*

N
&O

Q Q * Includes all probe and jig capacitance

* Figure 6
DISCPAIMER: The information given in this document shall in no event be regarded as a guarantee of conditions or characteristics. With respect to
any examples or hints given herein, any typical values stated herein and/or any information regarding the application of the device, Silicon Supplies Ltd
hereby disclaims any and all warranties and liabilities of any kind.

LIFE SUPPORT POLICY: Silicon Supplies Ltd components may be used in life support devices or systems only with the express written
approval of Silicon Supplies Ltd, if a failure of such components can reasonably be expected to cause the failure of that life support device or system or
to affect the safety or effectiveness of that device or system. Life support devices or systems are intended to be implanted in the human body or to
support and/or maintain and sustain and/or protect human life. If they fail, it is reasonable to assume that the health of the user or other persons may

be endangered.

Page 7 of 7 www.siliconsupplies.com @



http://www.siliconsupplies.com



